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OD:250μm, Multimode 62.5/125 OM1, Corning Simplex,Bare Core Fiber Color:Transparent

LC/UPC MM Duplex 2.0mm Connector (Beige Housing)

Black Plastic Housing

The Networx® LC Multimode OM1 Loopback Adapter is a compact, high-performance 
diagnostic tool designed for testing and troubleshooting fiber optic networks. Built with 
high-quality Corning glass and precision-molded connectors, this loopback device enables 
efficient verification of transceiver functionality and network integrity. 

Perfect for field testing or lab environments, this adapter provides a reliable return signal to 
simulate a complete optical path. It’s an essential tool for technicians working with fiber 
networks who require consistent, repeatable results. 

Key Features 

• Connector Type: LC Male to LC Male 

• Core Size: 62.5/125 µm (OM1 Multimode) 

• Insertion Loss: <0.25dB (Typical), ≤0.50dB (Max) 

• Operating Temperature: -40°C to +85°C 

• Compact Form-Factor: Only 2 inches in length 

• Housing Color: Ivory for easy identification 

• Durable Construction: Built for repeated use with Corning fiber glass 

• Warranty: Lifetime Manufacturer Warranty 

Applications 

• Transceiver loopback testing 

• Fiber optic equipment diagnostics 

• Network issue isolation 

• Lab and field-testing scenarios 
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