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The Networx® SC Multimode OM4 Loopback Adapter o�ers exceptional 
reliability and performance for multimode �ber optic testing applications. 
Featuring SC connectors and a 2-inch compact design, this loopback tool is 
ideal for verifying transceiver functionality, isolating network issues, and 
conducting equipment diagnostics.

Manufactured with precision-molded SC terminations and Corning glass, it 
delivers low insertion loss and durable performance across demanding lab 
and �eld conditions.

Key Features
• Connector Type: SC Male to SC Male
• Core Size: 50/125 µm (OM4 Multimode)
• Insertion Loss: <0.25dB (Typical), ≤0.50dB (Max)
• Operating Temperature: -40°C to +85°C
• Length: 2 inches
• Boot Size: 0.9mm
• Color: Ivory
• Warranty: Lifetime Manufacturer Warranty

Applications
• Loopback signal testing for OM4 SC-based �ber systems
• Transceiver and port diagnostics
• Ideal for high-speed networks and multimode environments
• Telecom, enterprise, and data center �ber validation

OD:250μm, Multimode 50/125 OM4,Corning Simplex,Bare Core Fiber Color:Transparent

SC/UPC MM Duplex 2.0mm Connector (Beige Housing) +Clip

Black Plastic Housing


